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SAFETY: 

 This is a Class I product and requires an Earth connection – 230 (240) Volts – 50Hz AC. 

 This fitting must be permanently wired into the electric system. Always shut off power to the 

circuit before starting installation work. 

 Before inserting and replacing a bulb make sure that the power is switched off and the bulb has 

cooled down. 

 The terminal block should be housed within the mounting plate or a suitable recess. 

 This product must be installed in accordance with the national building regulations, if in doubt 

consult a competent electrician. 
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A. Turn off the mains power supply before starting installation. 

B. Insert the bulbs into the lamp holders. 

C. Screw the althread into the centre body. 

D. Fit the large glass over the althread. 

E. screw the lock nut and finial onto the althread to secure the glass. 

F. Place small shade over the lamp holder. 

G. Screw the shade ring onto the lamp holder. 

H. Fit the bulb into the lamp holder. 

I.  Attach each rod to the top cup assembly. 

J. Attach the Rods to the centre body. Support the centre body whilst attaching each rod. 

K. Using a drill, drill holes where previously marked taking care not to damage the supply cable and 
insert the ceiling plugs.  

L. Using the screws provided secure the fixing bracket to the ceiling. 

M. Connect the supply wires to the connector block, opposite the corresponding wires from the fitting 
Dia.1. (Ensure that connections are tight and no loose strands of wire are left out of the connector 
block). Wrap at least 2 layers of suitable insulation tape around the terminal block and 2cm either side 
(Not supplied). 

N. Attach the  fitting to the fixing bracket and secure in place with the screws provided. 

O. Switch the mains power on and test the light fitting. 
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