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CYRO IP44 LED Flush Fitting 
INSTALLATION INSTRUCTIONS 

These instructions are provided for your safety.   

Please read them carefully before commencing work and retain them for future reference. 

 

SAFETY INFORMATION 
*  We recommend any electrical wiring in the bathroom is carried out by a qualified electrician. All wiring must comply with the 

current edition of the IEE wiring regulations and relevant Building Regulations 

* If you are in any doubt consult a person competent to give advice on the installation of electrical equipment. 

* Before installation and servicing disconnect the electricity supply at the fuse board. 

*  To avoid damage to concealed wiring during installation, establish the direction of the supply cable before drilling fixing holes. 

*  This fitting is rated IP44 and is suitable for use in Zones 1 & 2 of a bathroom when fitted in accordance with IEE wiring 

regulations (see diagram overleaf). Product should be connected to a supply protected by a 30mA RCD in Zone 1 & 2. 

*   This fitting is Class I =  and should be fitted to a lighting supply (with earth) protected by a 5 amp fuse or equivalent circuit 

breaker. 

*  When cleaning, always switch off at the mains and allow LED chips and driver to cool down before handling. 

* IMPORTANT – THIS FITTING IS NOT SUITABLE FOR DIMMING: DIMMING THIS FITTING MAY CAUSE 

PERMANENT DAMAGE TO THE ELECTRONIC CIRCUITS. 

 

INSTALLATION 
1. Ensure the house electricity supply is off at the fuse board. 
 

2. If you are fitting this product in place of an existing one, you may find that there are more than 3 sets of cables connected. 

If there are loop in cables that are not connected to the light these must be terminated in a separate terminal block not 

connected to the fitting. Before removing existing fitting, carefully note position of each set of cables 
 

3. This fitting is fully assembled on receipt and must be disassembled before installation. Remove back plate from the glass 

with metal frame by holding the glass and then turning the backplate anticlockwise, backplate should then separate.  
 

4. Detach LED circuit board from the power pack by unclipping the connector, press the locking lever to enable disconnection. 
 

5. Using the back plate as a template, mark and then drill 3 x fixing holes in the ceiling, ensure holes are drilled into a joist 

or other suitable mounting. 
 

6. Make a suitable size hole in the rubber grommet in the backplate for cable to pass supply through.  Pass cable through 

grommet in the backplate whilst ensuring it makes a good watertight seal around cable Make sure the rubber grommet is 

seated correctly in the backplate.  
 

7. Attach back plate onto the ceiling using suitable fixings, take care not trap or to the damage wires. 
 

8. Make the electrical connections as follows. 
 

Connect the supply live (normally brown or red) to terminal block marked ‘L’ or brown wire on fitting.  

 Connect the supply neutral (normally blue or black) to terminal block ‘N’ or blue on fitting. 

 Connect the supply earth (normally unsheathed or green/yellow) to terminal block marked ‘ ‘ on fitting. 
 

 Ensure electrical connections are tight and no loose strands of wire are left out of the terminal block.   
 

9. Ensure excess wires are carefully tidied and not likely to create a shadow when the diffuser is attached. 
 

10. Refit LED circuit board onto back plate then reattach the connectors, ensure any excess wires are stored under the circuit 

board. DO NOT BEND OR DISTORT THE LED CIRCUIT BOARD, this will create a crack in the circuit board. 
 

11. Fit glass with metal frame by first aligning pins in the metal frame non-protruding in the back plate. Carefully push 

domed glass into back plate then turn domed glass clockwise until a stop is reached. This should form a good tight seal 

on the back plate. 
 

12. Switch on the electricity supply at the fuse board. 
 

GENERAL INFORMATION 
This fitting is designed for internal use only and must be fitted to a DRY SURFACE as any dampness in 

plaster or paint can damage the finish.  Do not use polish or abrasive cleaner - just a soft dry cloth. 
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