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YOUR där lighting OUTDOOR WALL LIGHT IS NOW READY FOR USE 

FARLEY TENBY NEWPORT 

These instructions are provided for your safety.   

Please read them carefully before commencing work and retain them for future reference. 
SAFETY INFORMATION 

* If you are in any doubt consult a person competent to give advice on the installation of electrical 

equipment. 

* Before installation and servicing disconnect the electricity supply at the fuse board. 

*  To avoid damage to concealed wiring during installation, establish the direction of the supply cable 

before drilling fixing holes. 

* This fitting should be fitted to a lighting supply (with earth) protected by a 5 amp fuse or equivalent 

circuit breaker. 

*  Always be sure to use the correct type and wattage of bulbs as indicated on the fitting.  Dispose of old 

bulbs carefully. 

INSTALLATION 

1. Ensure the house electricity supply is off at the fuse board. 

2. If removing an existing fitting, first note down all wiring connections. 

3. Unscrew screws at top and bottom of wall light.  Save small round rubber washers carefully for 

replacement later, as they form a seal around the screws and prevent rusting. 

4. Unscrew and remove cup at bottom 

of lampholder. 

 
5. Thread house supply wire through hole in bottom of backplate. Fix backplate firmly to wall 

through fixing holes. 

7. Make all electrical connections through the connector block.   

 Connect the live (brown) wire of the wall light to the supply live wire. 

 Connect the neutral (blue) wire of the wall light to the supply neutral wire. 

8. Ensure electrical connections are tight and no loose strands of wire are left out of the connector 

block.  Cover the connectors and adjacent wiring with a good quality insulation tape.  Be 

careful not to damage wiring. 

9. Replace cup at bottom of lampholder. 

10. Fit the bulb, type and wattage as indicated on the fitting. The wattage indicated must not be 

exceeded. 

11. Replace front of wall light using screws and washers removed at 3. above. 

12. Switch on the electricity supply at the fuse board. 

 

The finish on all cast products is guaranteed for 10 years against corrosion, on 

non-cast products 3 years.  This guarantee will not apply to any products if 

installed in areas where salt fertilisers are present in the soil or the air. 


